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1. THE PROBLEM

This study is focused on the development of a method
for optimal trajectories planning on a ship manoeuver-
ing’s scenario. The background’s scenario is an open sea
region, we are not considering obstacles at this stage of
development. A manoeuver is a short trajectory which
involves several course decisions. For long distances the
problem could be tackled as a classical navigation prob-
lem, in which, for the most part of the ship trajectory,
conventional techniques should be enough, it is at short
distances when it becomes a manoeuvring problem. In this
case to obtain a optimal or in some cases just a feasible
trajectory, could be a difficult problem, Giron-Sierra et al.
(2006).

The goal is to obtain the least time consuming ship tra-
jectory satisfying the following conditions: depart from an
arbitrary starting point with arbitrary initial speed and
attitude values, and arriving to the chosen point with de-
sired speed and attitude values. The specific dynamic of the
ship imposes restrictions to its manoeuvrability, not every
trajectory is reachable for a particular ship. In the present
case, the non-holonomicity, the rate speed/turn radius,
and the forward-only propulsion of the ship constitute the
main restrictions to the ship movement.

1.1 Simplified Ship Model

The standard 6-DOF model employed to describe ship
movement, see for example Lloyd (1998), has been sim-
plified to a 3-DOF model. The selected equations are the
following:

(m + a11)ẍ1 + b11ẋ1 = F1 (1)

(m + a22)ẍ2 + b22ẋ2 = F2 (2)

(I66 + a66)ẋ6 + b66ẋ6 = F6 (3)

where suffix 1 represents surge, suffix 2 sway, and suffix
6 yaw. The damping coeficients and added masses of
⋆ The authors thank the support of the Spanish Ministry of Edu-
action through the research project: CICYT DPI2006-15661-C02-01

these equations were chosen proportional to the speed:
aii, bii ∝ |ẋi|. The remaining constant coefficients were
chosen just to fullfil a reasonable ship behaviour. The ship
actuators are waterjets for both, propulsion and steering,
with limits imposed to the waterjet orientation and thrust.
A PD feedback control system has been implemented to
achieve speed and attitude set points. The equations of
the model are solved employing a classical Runge-Kutta
formula, Dormand and Prince (1980).

2. ONE STEP SOLUTION

In robotics, it is usual to divide the problem of robot
motion into two steps: first to get an optimal path (path
planning), according with certain cost criteria, and then
making the robot follow the path (path following). The
dynamic restrictions of the robot compromise the path
following when the path planning leads to non-reachable
trajectories. To overcome this problem, the dynamic of
the robot can be included in the planning process, then
the problem becomes a one-step motion planning problem:
this is the approach of this paper. A extended overview of
motion planning can be found in LaValle (2006)

A heuristic reasoning method has been developed to solve
the motion problem related with the ship maneouvring
previously described. Pólya (1971) defined heuristic rea-
soning as:

Heuristic reasoning is reasoning not regarded as final and
strict but as provisional and plausible only, whose purpose
is to discover the solution of the present problem.

The method has two parts, the use of cellular automata to
generate initial guesses, and an extended version of the
Ant Colony Optimization algorithm to develop feasible
trajectories for the ship. One original contribution is the
addition of the ship dynamics to the ant colony algorithm:
in this way the trajectories obtained are feasible. The ants
behave as ships.
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2.1 Cellular Automata (CA)

The cellular automata perform a rough discretisation of
the continuous search space of the problem, and provides
a collection of recommended ship attitudes without any
explicit reference to ship dynamics. These attitudes will
be the starting point for the Ant Colony Algorithm to
calculate continuous trajectories, taking into account the
restrictions imposed by the ship dynamics.

CA are a set of automata disposed on a squared matrix. In
our case, each matrix’s element corresponds to a 10x10m
portion (a cell) of a square region. This square region is
assigned to a particular ship maneouvre. The center of
that matrix correspond to the cell containing the goal.
The ship initial position is always, for convenience, located
at the origin (0,0), with attitude 90o. Equations 4 and
5 describe how to calculate the CA dimension and the
element (row, col) representing the goal region.

L = 2 ∗ ceil(
max(|x|, |y|)

10
) + 1 (4)

row = col = fix(
L + 1

2
) (5)

Each automaton represents an attitude value for its cell.
Every automaton is an unitary vector. Their orientations
in degrees from 0o to 359o with 1o precision, are the
possible states of the automaton. There are two kinds
of automata, fixed (FA) and variable (VA). The au-
tomata evolve according to the following transition func-
tion, where s represents the automata’s state.

δFA(s) = s (6)

δV A(s) =

adjacent(si,s)
∑

[cos(si), sin(si)] (7)

It can be seen from the equations, that the state of an
automaton is the sum of the orientations of their nearest
neighbours.

The goal is defined as fixed automaton with the goal
attitude. Also the adjacent’s automata are fixed too, with
attitudes that draw a vector field similar to a magnetic
field, with closed field lines. The matrix’s bounds are
initialized with attitude pointing to the goal cell. An
example of automata initial states is shown in Fig. 1;
where the cells containing fixed automata are marked with
an arrow in the direction of the automaton state and the
remaining automata are initialised with a (0,0) state and
are represented as empty cells. CA evolve until they reach
a stable configuration or an iteration limit. Fig. 2 shows
the final state reached departing from the initial conditions
of Fig. 1.

2.2 Ant Colony Extended

Ant Colony Optimization(ACO) algorithms, Dorigo and
Stützle (2004); Bonabeau et al. (1999), are based in the
way ants are able to find the shortest path between a food
source and their nest. Ants deposit a certain amount of
pheromone while walking. When ants choose a path to
follow in their search for food, they prefer the trails rich on
pheromona. As far as shorter paths can be followed faster,
the shorter the path the larger the number of ants that
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Fig. 1. CA initial state. Goal automaton: orientation 90o,
position (50m,0m)
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Fig. 2. CA final state

cover it by unit time. As a result, the shortest (optimum)
path becomes more and more richer on pheromona, and
more a more ants follow it. Along the process ants obtain
several paths. With time, the process tends to converge
to the best of the paths. The probabilistic nature of the
path election, is in favour of avoiding local minima. Also
during the process, the algorithm improves the already
found feasible solutions.

In the original algorithm, the ant colony is composed by
an arbitrary number of ants. They depart from the nest
in random directions. The ants follow straight paths until
they reach an obstacle, then a new random direction is
selected. When any ant reaches the goal, it marks the track
followed from the nest to the goal.

First Extension: Dynamical Equations vs. finite Graphs
Classical ACO uses graphs to model the problem, because
ants will need a graph to perform the search. In our case,
graphs are substituted by feasible trajectories generated
from the dynamic equations of the ship. This extension
could be applied to other dymamical systems, just chang-
ing the equations.

In the search, some exploration trajectories do not find any
end. As soon a trajectory hitting the target is found, the
algorithm discard endless trajectories. This is an intrinsic
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feature of the parallel searching process of common to all
swarm algorithms.

Second Extension: Search Work Specialization The clas-
sical ACO can be applied only to finite search spaces,
because new solutions are generated by combining small
pieces of older solutions, this is called emergent behavior.
In a previous work we point how to deal with infinite
search, Escario (2008), based on the behaviour of real ants,
Gordon (1999). The recipe is don’t try to apply the ACO
to the whole search space, but only to a finite region of
it. This means that two separate processes are needed.
The first one is the classical ACO applied to the solutions
already discovered. The second one provides new solutions
to the ACO by new explorations of the search space. In this
way we employ two kinds of ants: The classical ACO ants
(foragers ants) and the ants in charge of the exploration
process (explorer ants).

Each time our algorithm finds a better solution, it restricts
the exploration space. Since solutions improve along the
process, the exploration space shrinks gradually. With this
strategy the method is able to deal with an infinite state
search.

Third Extension: Defining Solution’s Quality Quality
scores are assigned to solutions. The score is based on a
objective function to be optimised. This approach forces
to use some kind of criterion to discard solutions, in ACO
this is called pheromone evaporation factor, because if the
solution’s pool became too large the combination process
could fail. There is another reason to use that pheromone’s
evaporation: to avoid local minima. Instead of pheronome
evaporation, we try to avoid local minima allowing the
explorer ants not to follow previous solutions -pheromone-
, so they have the chance to discover new solutions and
escape from local minima.

Let us take a snapshot of the process. We have several
solutions and we can compute a mean of objetive function
values. With this mean we can discard the worse solutions.
In this way we are sure that every new solutions added to
solutions’ pool push outside the worse solution’s. Also the
mean improves along the process. In other words, score
employed is dynamic instead of static. So there is no need
of pheromone factor or criterion to discard worst solutions
-local minima- the whole system will discard them by an
evolutionary process.

The Ant Colony Extended (ACE) starts by sending ex-
plorer ants at regular time intervals. Once any of those
ants find a solution ACE will change its state and starts
the swarm searching process. This process mixes explorer
and foragers ants, as new solutions are discovered the
search space will be restrained. Figures 3 to 5 illustrate
an example of the process

Equations of the Ant Colony Extended The ACE works
with a pheromone hash table where the key is the space’s
region (10mx10m cells defined previously in the CA) and
the data are arrays of course angles, speeds, and probabil-
ity of being chosen. So a particular ant will construct its
trajectory based on those probabilities. When a forager ant
arrive to a cell, it will take one of the pairs course/speed
avalaible at this cell. When a explorer ant arrive to a cell,
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Fig. 3. Ant Colony Extended initial state. Goal automa-
ton: orientation 90o, position (0m,-20m) final speed
unrestricted
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Fig. 4. Ant Colony Extended early stage of the search pro-
cess. 90o, position (0m,-20m) final speed unrestricted
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Fig. 5. Ant Colony Extended advanced stage of the search
process. 90o, position (0m,-20m) final speed unre-
stricted
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it decides at random to use the feromone as a forager ant,
or decides its course according to results obtained from the
CA. In this second case, the speed is determined following
a normal distribution centered on a predefined speed or, if
there is no predefined speed, following a distribution with
its mode being the maximum speed.

• Exploration probabilities for attitude and speed

Pspeed(si) = Normal(µ, σ, P (X = si)) (8)

Pattitude(αi) = max(0, 1 −
mod(θ − αi, 2π)

π/4
) (9)

where,
· µ = max speed available or predefined speed
· σ = predefined standard deviation
· si = i-available speed
· αi = i-available attitude
· θ = automata’s attitude suggestion

• Pheromone probabilities for attitude and speed

Pspeed(si) = Γsi
(10)

Pattitude(αi) = Γαi
(11)

where
· si = i-available speed
· αi = i-available attitude
· Γs = probability table of speed.
· Γα = probability table of attitude.

When an antgl reach the goal it updates the probability
tables for every cell crossed by the generated trajectory.

• Probabilities table update

Γ+
sn

= Γsn
+ f(t, µ, δ)(1 − Γsn

) (12)

Γ+
αn

= Γαn
+ f(t, µ, δ)(1 − Γαn

) (13)

∀i 6= n Γ+
si

= Γsi
− f(t, µ, δ)Γsi

(14)

∀i 6= n Γ+
αi

= Γαi
− f(t, µ, δ)Γαi

(15)

where
· sn = speed set point taken by the antgl

· αn =attitude taken by the antgl

· si = i-available speed.
· αi = i-available attitude.
· Γs = probability of speed s.
· Γα = probability of attitude α.
· t = trajectory time.
· µ = mean of all trajectories time.
· δ = time of the current best trajectory.
· f(t, µ, δ) = quality function evaluation.

• Quality evaluation of a trajectory

f(t, µ, δ) =
t − µ(δ − µ)2

δ − µ
(16)

where
· t =time to cover the trajectory.
· µ = mean of all trajectories time.
· δ = time of the current best trajectory.

3. RESULTS

3.1 Single Experiment

In a single experiment we alllow the algorithm to run for
1000 iterations with a limit of 200 ants at the same time.

When an ant arrives to the target the errors permited are
a deviation of 1 knot in speed and 4o in attitude. The
initial ship speed is zero. Figure 6 illustrates a single exper-
iment with the next goal: position = (0,−20), attitude =
900, speed = unrestricted. The first solutions are the outer
trajectiories in the figure. As the process continues, better
solutions are found: the inner trayectories.
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Fig. 6. Trajectories obtained for a single experiment,

setting the goal as: (x = 0, y = −20, θ = 90o, speed =
unrestricted)

3.2 Batch of Experiments

To test the convergence of the method towards the optimal
solution, a batch of 100 experiments has been done. All
experiments have the same goal and the same initial
conditions. It has been observed that every experiment
gets a different near-to-optimal solution.
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Fig. 7. The twenty best trajectories obtained during the
batch of experiments

Figure 7 shows the best 20 trajectories obtained, for the
same goal as the single experiment described above. Obvi-
ously, in this particular scenario there are two symmetric
optimal solutions –one turning left and the other turning
right–. The ACE is able to approach both of them. Figure
8 shows the statistics for the batch of experiments; each
column corresponds to a single experiment. The upper
graphic shows how many solutions each single experiment
has discovered. The middle one shows the time invested
by the best solution; notice that all of them are between
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9 and 10 seconds . And the lower graphic shows the time
invested by the worst solution; notice that worst solutions
-first discovered solutions- could be very far from optimal
but the algorithm can still converge towards the optimum.
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Fig. 8. Statistical comparison for the batch of experiments

3.3 Selected experiments

For the simplest cases of manoeuvre, the algorithm always
converges towards a clear optimum.
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Fig. 9. Superimposed best trajectories obtained after 100
experiments, setting goal as: (x = 20, y = 0, θ =
0o, speed = unrestricted)
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Fig. 10. Statistical comparison corrresponding to figure 9

Figure 9 shows the superimposed best solutions of 100
experiments, for the goal defined as position = (20, 0),
attitude = 00, speed = unrestricted). Figure 10 shows the
statistics for this case, notice how there is only one best
solution for all the experiments (midle graph).

As it was seen in figure 7 there are cases that present
two symmetrical possible optimal solutions. Figure 11
shows the superimposed best solutions obtained after
100 experiments for a simple case. The goal is now de-
fined as (position = (0,−20), attitude = 2700, speed =
unrestricted). Also in this case the algorithm finds both
symmetrical solutions.
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Fig. 11. Superimposed best trajectories obtained after 100
experiments, setting goal as: (x = 0, y = −20, θ =
270o, speed = unrestricted)

Figure 12 shows attitude decisions that generate the sym-
metric trajectories just referenced. Each trajectory crosses
three cells so it takes three decisions.
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Fig. 12. Attitude decisions corresponding to figure 11

So far, all the experiments considered, had an unrestricted
speed at the goal. The next experiment does limit the final
speed of the ship to 4 knots. Also this experiment has a
different target that makes the ship rotate three quadrants.
The goal is position = (0, 20), attitude = 2700, speed =
4 knots. Figure 13 shows the best 10 solutions after 100
experiments.

Continuing with the experiment just described, figure 14
shows the speed decisions corresponding to the best 10
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Fig. 13. 10 Best trajectories obtained after 100 exper-
iments, setting goal as: (x = 0, y = 20, θ =
270o, speed = 4 knots)
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Fig. 14. Decisions for ship speed along the 10 best trajec-
tories correponding to figure 13

solutions. Clearly, the ship tends to accelerate quickly and
then, to moderate the speed around 4 knots.

Figure 15 is an example of a sigmoid manoeuver, it shows
the best 20 solutions for a goal defined as (position =
(20, 0), attitude = 900, speed = unrestricted).

0 5 10 15 20 25

−10

−8

−6

−4

−2

0

2

4

6

8

X

Y

Fig. 15. Best trajectories obtained after 100 experiments,
setting goal as: (x = 20, y = 0, θ = 90o, speed =
unrestricted)

4. CONCLUSIONS

In this paper the short distance manoeuvring of a ship,
having specified attitudes at the start and at the goal, has
been studied. The paper proposes an extension of the Ant
Colony Optimization algorithm to deal with ’ants’ with dy-
namics characteristics (the ships). Several examples have
been presented, showing satisfactory results. Althought
they have been not included in this paper, the method
has been also succesfully tested for longer distances but
for these cases is always possible to divide the problem
in two parts: navigation towards the objective and then
manoeuvring to reach the goal.

It is not a real time method, the algorithm it is not a light
one, the CA is very time consuming for big environments,
but sometimes the first solutions are available in a rea-
sonable time –we are talking about minutes–. From the
point of view of an offline method, it could be possible to
systematically generate a library of solutions for routinary
manoeuvers. This library could be stored and used by an
onboard ship control system.

In preparation of future work, we have studied some
scenarios with obstacles, obtaining encouraging results.
Practical cases with obtacles are harbours and shallow
waters. Another line of research is the improvement of the
CA to make it auto-scalable depending on the scenario
defined, to make it less time consuming.
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