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Abstract—The concept, functional aspects, and experiments 
based on lab prototypes of an innovative approach for aircraft 
fuel management have been developed in recent years. The main 
approach innovation is the replacement of the conventional 
central fuel computer with distributed and interconnected Smart 
Fuel Components (SFCs). This solution lowers the wiring weight, 
reduce the chance of a faulty connection, and simplify 
maintenance. This paper presents the experimental results 
obtained from ground and flight tests carried out on the 
implementation the above approach in a twin-engine helicopter. 
The SFC software is deployed in the helicopter in ground to be 
tested. Once the results obtained from the ground test are 
accepted, the same SFC software is tested in flight. The ground-
tested and flight-tested functions for the fuel control system are: 
fuel supply, display of fuel levels, fuel transfer, 
refueling/defueling, measurement of height, density and flow of 
fuel, and monitoring/surveillance. The objectives of the ground 
and flight tests are to prove secure engine fuel supply for engine 
“two” during flight, reliable fuel gauging during flight, and the 
above selected functions as basis for system operability. This 
paper also describes the testing cases and criteria, and the main 
project achievements for ground and flight tests in a twin-engine 
helicopter. 

Keywords—smart fuel components; avionics system; distributed 
fuel control; embedded control software; open system architecture 

I. INTRODUCTION 
The concept, functional aspects, and experiments based on 

lab prototypes of an innovative approach for aircraft fuel 
management have been developed in recent years. The 
approach has been presented to the avionics research 
community as result of a European project named Smartfuel.  

The main approach innovation is the replacement of the 
conventional central fuel computer with distributed controllers 
embedded in fuel components. Thus, the fuel system control 
does not depend on only one computer but it is shared among 
disperse networked controllers (fault-tolerant control 
architecture by nature). This solution implements a distributed 
control system based on interconnected Smart Fuel 
Components (SFCs) which have the same control software (it 
makes easier the software certification). SFCs are networked 
devices with embedded control hardware/software that can 
work together to carry out aircraft fuel operations 
automatically. A fieldbus connects the SFCs with each other. 

This makes it possible to lower the wiring weight, reduce the 
chance of a faulty connection, and simplify maintenance.  

This paper presents the experimental results obtained from 
ground and flight tests carried out on the implementation the 
above approach in a twin-engine helicopter. This aircraft 
supports a seven-tank configuration. The control software code 
is automatically generated by a computer tool for each SFC. A 
modular computer simulator allows the SFCs to be early 
verified and validated. Then, the SFC software is deployed in 
the helicopter in ground to be tested. Once the results obtained 
from the ground test are accepted according to certain criteria 
defined in the requirements specification document, the same 
SFC software is tested in flight.  

The acceptance criteria are the full functionality of each 
equipment and data bus, correct fuel gauging during whole 
flight, and demonstration of the normal operation system 
function. The ground-tested and flight-tested functions for the 
fuel control system are: fuel supply, display of fuel levels, fuel 
transfer, refueling/defueling, measurement of height, density 
and flow of fuel, and monitoring/surveillance. Additionally, the 
following functions are tested: monitoring, diagnosis, and 
controlling/simulation of system components from external 
device. The objectives of the ground and flight tests are to 
prove secure engine fuel supply for engine “two” during flight, 
reliable fuel gauging during flight, and the above selected 
functions as basis for system operability.  

This paper also describes the testing cases and criteria, and 
the main project achievements for ground and flight tests in a 
twin-engine helicopter. 

The rest of the paper is structured as follows. Section 2 
presents the background for this research work, including 
fundamental concepts of the SmartFuel project, and the 
experimental platform. Section 3 describes aspects of the 
system verification. Section 4 presents the in-ground tests 
carried out. Section 5 presents the in-flight tests carried out. 
Last Section is devoted to the conclusions, and future direction 
for this research. 

II. BACKGROUND 
This Section presents an overview of the SmartFuel project 

[1], and the research test-bed, i.e. the Helicopter Distributed 
Fuel Control System (HDFCS) from a twin-engine helicopter. 
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It was successfully developed and tested in prototypes [2] - [4]. 
A more detailed explanation of the project can be found in 
previous publications [5], [6]. 

A. Project Overview 
Classical avionic fuel management systems have currently 

a centralized structure with point-to-point connections between 
a central computer and each system’s fuel component. This 
system architecture requires a lot of wiring. SmartFuel 
proposes a new distributed fuel system generation without a 
central computer, by using a fieldbus, and the so-called SFCs. 
This last term was defined by SmartFuel to describe 
conventional mechanical fuel components (valves, pumps, 
sensors) when are enhanced with local decision making 
capabilities.  

SFCs typically extend the functionality of conventional fuel 
components by having adaptive, auto-diagnosis and 
reconfiguration features. The fieldbus has many advantages. It 
lowers the weight, reduces the chance of a faulty connection, 
and simplifies maintenance. In addition, this network topology 
makes it possible to deploy distributed control applications (it 
is a fault-tolerant architecture by nature) on the different 
system devices. 

The fuel movement in the HDFCS is clearly specified by 
the project SmartFuel to verify and validate the system. Three 
operation modes are required to carry out tests on the fuel 
system. They are pressure refueling, engine supply, and 
transfer. Pressure refueling is related to the filling of the tanks, 
engine supply is related to the feeding of the engines, and 
transfer is to move fuel among subsystems of fuel tanks (e.g. 
fuel balance). 

In the SmartFuel project, the physical behavior of each 
system fuel component is specified by automata where the 
states are possible physical states of the fuel component (e.g., a 
pump has two states: “stopped” or “running”), and transitions 
were defined by conditions and operation modes of the fuel 
system (e.g., a tank is full when refueling, etc.). The automata 
control logic is implemented by programming code which is 
the Embedded Control Software (ECS) of each SFC. The ECS 
(identical across SFCs types) allows the SFCs to communicate 
with each other for coordination and cooperation. In addition, 
the ECS can reconfigure the SFC in case another SFC fails. For 
instance, when a SFC fails, the operational SFC/ECS recognize 
it, and take subsequent action(s) according to the failure. The 
communication among SFCs is accomplished by sending a 
fixed data structure (state vector) which encapsulates all of the 
system and component states. Each SFC broadcasts the “state 
vector” to the all of the SFCs. Thus, each SFC is aware of the 
state of all the other SFCs in the system. 

An aircraft fuel platform is chosen to set the testing 
scenario: a helicopter fuel system. From a functional 
viewpoint, this experimental prototype matches the real 
structure of the fuel systems for the above aircraft since it 
implements the full fuel system functionality to be evaluated. It 
is a useful proof-of-concept platform. 

B. Experimental Platform 
Figure 1 shows a schematic top view of the helicopter fuel 

system studied in this paper. Table 1 shows a list with the fuel 
components. 

Figure 1.  Helicopter fuel system. 

There are two subsystems. One of the subsystems consists 
in tanks 3 and 5/6/7; tank 6 and 7 are connected through a pipe 
for gravitational fuel transfer. The other subsystem consists in 
tanks 1/2 and 4; tank 1 and 2 are connected through a pipe for 
gravitational fuel transfer.   

There is a refueling inlet for both subsystems at the bottom 
right corner in the figure which ends in a Refueling Valve 
(RV). Engine supply is provided by tanks 3 and 4 through 
supply pumps SP11 and SP12, and SP21 and SP22, 
respectively. 

The two subsystems are also connected with each other 
through pipes in two different places: tank 3 (subsystem 1) and 
tanks 1/2 where a four-position valve selects what tanks to 
connect, and tank 3 and tank 4 through a pipe with a valve 
(BV) and a pump (BP). 

The transfer mode is activated when: 

• A balance of subsystems is required, (1) a transfer 
from tank 4 to tank 3 or from tank 3 to tank 4 through 
BV and BP; (2) a transfer from tank 4 to tank 6 
(subsystem 2 to subsystem 1) or from tank 6 to tank 4 
(subsystem 1 to subsystem 2) through CV4 and CV6; 
and (3) a transfer from tank 2 to tank 3 (subsystem 2 to 
subsystem 1) or from tank 3 to tank 2 (subsystem 1 to 
subsystem 2) through CV2. 
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• Tanks are running out of fuel, (1) a transfer from tank 
4 to tank 3 through BV and BP when tank 3 is running 
out of fuel; (2) a transfer between subsystems from 
tank 2 to tank 3 through CV2 and CV4, and from tank 
5/6/7 to tank 4 through CV6 and CV4 when tank 4 
runs out of fuel. 

• Fuel components fail, if both SP11 and SP12 fail 
(engine supply mode) a transfer from subsystem 2 to 
subsystem 1 takes place. If SP21 and SP22 fail (engine 
supply mode) a transfer from subsystem 1 to 
subsystem 2 take place.  

There are six Fuel Gauge Transmitters (FGTs) distributed 
in each tank (one per tank; no FGT in tank 7) to measure the 
fuel level analogically. There is also a vent valve (VV). 

TABLE I.  FUEL COMPONENTS 

Components Description 

BV Balance Valve 

BP Balance Pump 

SP11 Supply Pump 11 

SP12 Supply Pump 12 

SP21 Supply Pump 21 

SP22 Supply Pump 22 

RV Refueling Valve 

FGT1 Fuel Gauge Transmitter 1 

FGT2 Fuel Gauge Transmitter 2 

FGT3 Fuel Gauge Transmitter 3 

FGT4 Fuel Gauge Transmitter 4 

FGT5 Fuel Gauge Transmitter 5 

FGT6 Fuel Gauge Transmitter 6 

CV2 Control Valve 2 

CV4 Control Valve 4 

CV6 Control Valve 6 

VV Vent Valve 

C. Networking Technology 
The first communication bus implemented to connect the 

SFCs with other was a CANbus [7]. Latter improvements on 
the HDFCS made the approach switch to TTCANbus [8] in 
order to avoid collision of packets sent. A promising solution 
was Flexible TTCAN (FTTCAN) [9] which combines the 
characteristics of CAN with TTCAN. 

The current networked SFCs are connected with each other 
by means of the Time-Triggered Protocol (TTP) [10]. Time 
slots are assigned to nodes, so each node has the opportunity of 
sending a message without the risk of a collision with other 
messages. Each SFC of the fuel management system is a 
TTPbus node, using the TPPbus-enabled microcontroller. The 
node has two interfaces: one for the TPPbus, and the other for 
the electromechanical parts of the component. 

The above descripted HDFCS has a configuration of fuel 
tanks slightly different to that which was tested in the 
laboratory. However, the configuration changes do not have 
any impact in the HDFCS functionality as well as the tests 
carried out in the laboratory. 

III. SYSTEM VERIFICATION 
This Section presents details of the verification processes 

carried out. 

A. Verification Process 
The verification process for the HDFCS consists of two 

well-defined activities: simulation-based software code 
verification, and component and system verification involving 
ground and flight tests. 

Figure 2 shows the verification process for the HDFCS. It 
basically involves the following documents: 

R1. C-code implementing state-machine for 
Matlab/Simulink based on function blocks. 

R2. C-code to be integrated with the target hardware. 

R3. Report on the simulation results. 

R4. Report on the Software-hardware integration. 

R5. Report on the verification outcomes. 

The above process basically involves the following 
activities: 

A1. Software code verification by means of extensive 
simulation based on Simulink function blocks. 

A2. Final code software compilation. 

A3. System components and system verification. 

Figure 2.  Verification process. 
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The verification stage (A1) in simulation has as input the 
Simulink function block c-code (R1), and the simulation results 
(R3), and as output. The final software code compilation has 
the integration-ready c-code (R2) as input, and the software-
hardware integration (R4) as output. The verification stage 
(A3), has the simulation results (R3), and the software-
hardware integration (R4) as input, and the verification report 
(R5) as output. Both verifications are test-driven processes. 

The system test verifies that the specification of functional 
HDFCS requirements is correctly implemented. Figure 3 
shows where the above verifications take place (as pre-
verifications) in the V-Model for system development. 

Figure 3.  Development V-model. 

A1 (figure 3): The simulation-based software code 
verification is carried out by means of a simulator. The system 
simulator implements all the defined functions. The logic 
simulation is established to be able to validate the functional 
requirements specification (software implementation, including 
state-machine). The operation of the systems logic and the 
validation of the above specification are included in a 
verification report to define the state-machine functionality and 
logic simulation. The simulator integrates two main simulation 
models: (1) the modules of the HDFCS components (including 
SFCs), and (2) the modules of the fuel flow using respective 
tanks, and fuel pipes. The former provides a detailed 
simulation of the internal processes of the HDFCS 
components. The latter provides a detailed simulation of the 
fluid dynamics of the HDFCS. 

A2 (figure 3): The final software code compilation is 
accomplished by integrating all the state-machines generated 
for each SFC with the glue software code corresponding to the 
SFC software platform. 

A3 (figure 3): The software and system verification is 
carried out by means of ground and flight tests (including test 
in the real-scale rig). It is explained in the following Sections. 

B. Fuel Operations 
Table 2 shows the set of criteria employed to choose 

Pressure Refueling, Engine Fuel Supply, and Fuel Balance as 
the most suitable operation modes to test on the fuel system. 
These three operation modes involve the most of the 
components, the highest logic complexity, and the most 
significant failures possible in the system. 

TABLE II.  SELECTION OF SYSTEM OPERATION MODES FOR TESTS 

Operation Modes 
Criteria 

Matches 
A B C D E F 

Engine Fuel Supply X  X X X X 5 

Fuel Mass Indication   X  X X 3 

Gravity Refueling   X   X 2 

Pressure Refueling X X X X X X 6 

Suction Defueling   X   X 2 

Fuel Balance  X X X  X 4 

APU Supply   X    1 

A involve all Smart components 
B have complex switching logic (more than ON/OFF) 
C enable system/component failure demonstration 
D comprise other modes 
E be significant for system operation 
F consist of sufficient test, record and demonstration features 

IV. IN-GROUND TESTING 
This Section presents a description and results of the 

ground tests for the HDFCS. The ground tests are supported by 
previous tests carried out in laboratory by means of a scaled 
HDFCS prototype [2], and in a real-scale HDFCS prototype 
(rig). 

A. Experiments in the Real-Scale Rig 
The first real-scale approach of a fuel management system 

for a twin-engine helicopter was carried out in the real-scale rig 
(helicopter platform). All the experimental results from the rig 
are presented and discussed in a PhD dissertation [6].  

Authorized licensed use limited to: Univ Complutense de Madrid. Downloaded on May 06,2025 at 10:05:43 UTC from IEEE Xplore.  Restrictions apply. 



The tests on the real-scale rig were essentially done to test 
the HDFCS integration. It involves integration at:  

• the system component level, i.e. SFCs (SFC-to-SFC 
verification),  

• the subsystem level, i.e. subsystem 1 and subsystem 2 
(subsystem-to-subsystems verification), and 

• the operation mode level, i.e. pressure refueling, 
balance, and engine supply over the HDFCS.  

The TTP-based communication was successfully verified in 
the real-scale rig. All the SFCs are able to be communicated 
with each other. 

Some design problems arose when the integration of the 
SFCs was carried out. This is a problem that had to be solved 
by the manufactures (providers) of the SFCs. However, once 
fixed the above situation, the full functionality of all the SFCs 
was verified. 

B. In-Ground Testing Cases 
The purpose of the ground tests is to verify the real-scale 

rig test results in a real helicopter in order to demonstrate a 
secure engine fuel supply for engine 2 during flight, reliable 
fuel gauging during flight, and selected functions as basis for 
system operability in ground. 

The acceptance criterion is full functionality of each 
HDFCS component (including TTP data bus), correct fuel 
gauging, and demonstration of the HDFCS normal operation 
system functions. 

Two of the ground tests carried out are the following 
HDFCS operation cases: 

1. Integrity test. This is a general test in order to check 
the HDFCS integrity in term of basic system 
functionality and operability. This includes the system 
performance just after switch-on the ignition of the 
system, system initialization, and also the system in idle 
state waiting for inputs to carry out operations. 

2. Pressure refueling test. This test starts with empty 
storage tanks and supply tanks 3 and 4 with 100 mm 
fuel height. The pre-set value of fuel is 1200 kg. This 
operation is manually started and automatically stopped 
when the chosen pre-set value is reached. 

C. Results of the In-Ground Tests 
The ground tests provided the following outcomes for the 

above HDFCS operation cases: 

1. Integrity test. The general test for HDFCS integrity 
showed a correct system start-up, involving a previous 
system tune-up. This includes fuel levels, global states 
of the system, and local states of the SFCs. 

2. Pressure refueling. The following results for 
operational states of the valves, and the fuel height of 
the HDFCS components were obtained. 

The ground test results obtained for the pressure refueling 
operation match the simulated ones as to functionality and 
performance for the same fuel operation with similar 
parameters. 

Figure 4 shows the fuel level evolution for subsystem 1. 
The pressure refueling operation starts with certain among of 
fuel in the supply tank 3 but tank 5, and tank 6 are empty. The 
fuel operation stops when the pre-set level is reached. 

Figure 4.  . Subsystem 1 tank levels during pressure refueling. 

Figure 5 shows the fuel level evolution for subsystem 2. 
The pressure refueling operation starts with certain among of 
fuel in the supply tank 4 but tank 1, and tank 2 are empty. The 
fuel operation stops when the pre-set level is reached. 

Figure 5.  Subsystem 2 tank levels during pressure refueling. 

Failure emulations are not implemented on ground tests; 
however they were performed in the laboratory and real-scale 
rig tests. The valve operations are correct and the fuel height 
gauging is within the expected limit. 
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V. IN-FLIGHT TESTING 
This Section presents a description and results of the flight 

tests for the HDFCS. The flight tests are supported by previous 
tests carried out in laboratory by means of a scaled HDFCS 
prototype [2], in a real-scale HDFCS prototype (rig), and in 
ground (previous Section). 

A. In-Flight Testing Cases 
The flight tests are carried out by means a system 

configuration where two approaches are implemented, and 
work in parallel. One approach is the current fuel management 
system (centralized control). The other is the HDFCS 
(distributed control). 

The purpose of the flight tests is to verify the real-scale rig 
and ground test results by means of monitoring but not 
controlling the HDFCS in a real helicopter. It is to demonstrate 
a secure engine fuel supply for engine 2 during flight, reliable 
fuel gauging during flight, and selected functions as basis for 
system operability in flight. 

The acceptance criterion is full functionality of each 
HDFCS component (including TTP data bus), correct fuel 
gauging, and demonstration of the HDFCS normal operation 
system functions. 

Two of the flight tests carried out are the following HDFCS 
operation cases: 

• Fuel mass calculation 

• Imbalance detection 

B. Results of the In-Flight Tests 
Both fuel management approaches on broad the helicopter 

have shown the same results as to monitoring of the fuel 
system. There is some noise introduced in the fuel sensors that 
can easily be mitigated at the SFC level. 

The flight tests provided the following outcomes for the 
above HDFCS operation cases: 

1. Fuel mass calculation. The comparison of the two 
mass calculation systems showed again that the 
appearances of the calculated fuel mass signals are 
quite similar. However, the precision of HDFCS mass 
outputs needs further improvement. 

2. Imbalance detection. It was verified that HDFCS 
monitored the imbalance condition of the two tank 
systems continuously. Only detection of imbalance 
was verified, no further actions were triggered after 
this detection. The generated imbalance signal is going 
to be used by HDFCS for further “smart” control 
operations. Thus, this verification was performed in 
order to check if an imbalance could be detected so the 
direction of the fuel transfer for balancing can be set (if 
subsystem 1 is lower than subsystem 2, the latter 
transfers automatically fuel to the former. If subsystem 
2 is lower than subsystem 1, the latter transfers 
automatically fuel to the former. No imbalance, no 
transfer is required).  

The uninterrupted operation of the HDFCS in a flying twin-
engine helicopter was monitored over a time period of 
approximately one hour. During the whole flight test a 
continuous acquisition and storage of HDFCS data was 
performed for further analysis, and study. 

VI. CONCLUSIONS 
Ground and flight tests of an HDFCS have been presented. 

Tests carried out on a real-scale rig, and a real helicopter in 
ground, and in flight demonstrate that the results (main focus 
on the control software) obtained from the above tests are 
according to what has been specified. The results of the tests 
carried out also match the results obtained in the laboratory 
simulations. However, there were some typical design and 
integration problems that were sorted out without any serious 
complication and delay during the test period. 

Future work will investigate the use of the solution 
proposed in this paper for a twin-engine helicopter to be 
applied to other aircraft fuel systems. 

ACKNOWLEDGMENT 
The authors want to thank the European Community 

support, through a Research Project called “Smartfuel ADSP”. 
The authors also want to thank the collaboration from the 
above project partners. 

REFERENCES 
[1] Insaurralde, C., Seminario, M., Jimenez, J., Giron-Sierra, J., 2004, 

“Distributed Control System for Fuel Management Using CANBus”, in 
proc. 23rd Digital Avionics Systems Conference, Salt Lake City, UT, 
USA, pp. 8.D.2-1 - 8.D.2-9. 

[2] Insaurralde, C., Seminario, M., Jimenez, J., Giron-Sierra, J., 2006, 
“Experimental Results With A New Distributed Aircraft Fuel Control 
System Which Uses Smart Fieldbus Components”, in proc. 26th Digital 
Avionics Systems Conference, Portland, USA, pp. 4D3-1 – 4D12. 

[3] Insaurralde, C., Seminario, M., Jimenez, J., Giron-Sierra, J., 2010, 
“Model-Based Development Framework for Distributed Embedded 
Control of Aircraft Fuel Systems”, in proc. 29th Digital Avionics 
Systems Conference, Salt Lake City, UT, USA, pp. 6.E.2.1-14. 

[4] Insaurralde, C., Seminario, M., Jimenez, J., Giron-Sierra, J., 2008, 
“Computer Tool with a Code Generator for Avionic Distributed Fuel 
Control Systems with Smart Sensors and Actuators”, IEEE Transactions 
on Systems, Man, and Cybernetics, Part C, vol. 38, no. 3, pp. 431-445. 

[5] J. M. Giron-Sierra, M. A. Seminario, C. C. Insaurralde, J. F. Jimenez, 
2005, “Hardware in the Loop Simulator for a New Distributed Avionic 
System”, in proceedings 14th International Conference on Applied 
Simulation And Modelling, Acta Press, ISSN 1021-8181, Spain. 

[6] C. Insaurralde, “New Control Distributed System for Avionics. 
Functional Aspects”, Doctoral Thesis, May 2007.  

[7] Lawrenz, Wolfhard, 1997, CAN System Engineering, Springer-Verlag. 
[8] Time-Triggered CAN (TTCAN) 

http://www.can.bosch.com/docu/Users_Manual_TTCAN.pdf 
[9] Almeida, L., Pedreiras, P., Fonseca, J.A.G., 2002, The FFT-CAN 

Protocol: Why and How, IEEE T. Industrial Electronics, vol. 49, num.6, 
pp. 1189-1201. 

[10] Time-Triggered Protocol (TTP), Available in 
http://www.tttech.com/products/ttp. 

 

Authorized licensed use limited to: Univ Complutense de Madrid. Downloaded on May 06,2025 at 10:05:43 UTC from IEEE Xplore.  Restrictions apply. 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.7
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /AbadiMT-CondensedLight
    /ACaslon-Italic
    /ACaslon-Regular
    /ACaslon-Semibold
    /ACaslon-SemiboldItalic
    /AdobeArabic-Bold
    /AdobeArabic-BoldItalic
    /AdobeArabic-Italic
    /AdobeArabic-Regular
    /AdobeHebrew-Bold
    /AdobeHebrew-BoldItalic
    /AdobeHebrew-Italic
    /AdobeHebrew-Regular
    /AdobeHeitiStd-Regular
    /AdobeMingStd-Light
    /AdobeMyungjoStd-Medium
    /AdobePiStd
    /AdobeSansMM
    /AdobeSerifMM
    /AdobeSongStd-Light
    /AdobeThai-Bold
    /AdobeThai-BoldItalic
    /AdobeThai-Italic
    /AdobeThai-Regular
    /AGaramond-Bold
    /AGaramond-BoldItalic
    /AGaramond-Italic
    /AGaramond-Regular
    /AGaramond-Semibold
    /AGaramond-SemiboldItalic
    /AgencyFB-Bold
    /AgencyFB-Reg
    /AGOldFace-Outline
    /AharoniBold
    /Algerian
    /Americana
    /Americana-ExtraBold
    /AndaleMono
    /AndaleMonoIPA
    /AngsanaNew
    /AngsanaNew-Bold
    /AngsanaNew-BoldItalic
    /AngsanaNew-Italic
    /AngsanaUPC
    /AngsanaUPC-Bold
    /AngsanaUPC-BoldItalic
    /AngsanaUPC-Italic
    /Anna
    /ArialAlternative
    /ArialAlternativeSymbol
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialMT-Black
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialRoundedMTBold
    /ArialUnicodeMS
    /ArrusBT-Bold
    /ArrusBT-BoldItalic
    /ArrusBT-Italic
    /ArrusBT-Roman
    /AvantGarde-Book
    /AvantGarde-BookOblique
    /AvantGarde-Demi
    /AvantGarde-DemiOblique
    /AvantGardeITCbyBT-Book
    /AvantGardeITCbyBT-BookOblique
    /BakerSignet
    /BankGothicBT-Medium
    /Barmeno-Bold
    /Barmeno-ExtraBold
    /Barmeno-Medium
    /Barmeno-Regular
    /Baskerville
    /BaskervilleBE-Italic
    /BaskervilleBE-Medium
    /BaskervilleBE-MediumItalic
    /BaskervilleBE-Regular
    /Baskerville-Bold
    /Baskerville-BoldItalic
    /Baskerville-Italic
    /BaskOldFace
    /Batang
    /BatangChe
    /Bauhaus93
    /Bellevue
    /BellGothicStd-Black
    /BellGothicStd-Bold
    /BellGothicStd-Light
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlingAntiqua-Bold
    /BerlingAntiqua-BoldItalic
    /BerlingAntiqua-Italic
    /BerlingAntiqua-Roman
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BernhardModernBT-Bold
    /BernhardModernBT-BoldItalic
    /BernhardModernBT-Italic
    /BernhardModernBT-Roman
    /BiffoMT
    /BinnerD
    /BinnerGothic
    /BlackadderITC-Regular
    /Blackoak
    /blex
    /blsy
    /Bodoni
    /Bodoni-Bold
    /Bodoni-BoldItalic
    /Bodoni-Italic
    /BodoniMT
    /BodoniMTBlack
    /BodoniMTBlack-Italic
    /BodoniMT-Bold
    /BodoniMT-BoldItalic
    /BodoniMTCondensed
    /BodoniMTCondensed-Bold
    /BodoniMTCondensed-BoldItalic
    /BodoniMTCondensed-Italic
    /BodoniMT-Italic
    /BodoniMTPosterCompressed
    /Bodoni-Poster
    /Bodoni-PosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /Bookman-Demi
    /Bookman-DemiItalic
    /Bookman-Light
    /Bookman-LightItalic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolOne-Regular
    /BookshelfSymbolSeven
    /BookshelfSymbolThree-Regular
    /BookshelfSymbolTwo-Regular
    /Botanical
    /Boton-Italic
    /Boton-Medium
    /Boton-MediumItalic
    /Boton-Regular
    /Boulevard
    /BradleyHandITC
    /Braggadocio
    /BritannicBold
    /Broadway
    /BrowalliaNew
    /BrowalliaNew-Bold
    /BrowalliaNew-BoldItalic
    /BrowalliaNew-Italic
    /BrowalliaUPC
    /BrowalliaUPC-Bold
    /BrowalliaUPC-BoldItalic
    /BrowalliaUPC-Italic
    /BrushScript
    /BrushScriptMT
    /CaflischScript-Bold
    /CaflischScript-Regular
    /Calibri
    /Calibri-Bold
    /Calibri-BoldItalic
    /Calibri-Italic
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /CalisMTBol
    /CalistoMT
    /CalistoMT-BoldItalic
    /CalistoMT-Italic
    /Cambria
    /Cambria-Bold
    /Cambria-BoldItalic
    /Cambria-Italic
    /CambriaMath
    /Candara
    /Candara-Bold
    /Candara-BoldItalic
    /Candara-Italic
    /Carta
    /CaslonOpenfaceBT-Regular
    /Castellar
    /CastellarMT
    /Centaur
    /Centaur-Italic
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchL-Bold
    /CenturySchL-BoldItal
    /CenturySchL-Ital
    /CenturySchL-Roma
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /CGTimes-Bold
    /CGTimes-BoldItalic
    /CGTimes-Italic
    /CGTimes-Regular
    /CharterBT-Bold
    /CharterBT-BoldItalic
    /CharterBT-Italic
    /CharterBT-Roman
    /CheltenhamITCbyBT-Bold
    /CheltenhamITCbyBT-BoldItalic
    /CheltenhamITCbyBT-Book
    /CheltenhamITCbyBT-BookItalic
    /Chiller-Regular
    /Cmb10
    /CMB10
    /Cmbsy10
    /CMBSY10
    /CMBSY5
    /CMBSY6
    /CMBSY7
    /CMBSY8
    /CMBSY9
    /Cmbx10
    /CMBX10
    /Cmbx12
    /CMBX12
    /Cmbx5
    /CMBX5
    /Cmbx6
    /CMBX6
    /Cmbx7
    /CMBX7
    /Cmbx8
    /CMBX8
    /Cmbx9
    /CMBX9
    /Cmbxsl10
    /CMBXSL10
    /Cmbxti10
    /CMBXTI10
    /Cmcsc10
    /CMCSC10
    /Cmcsc8
    /CMCSC8
    /Cmcsc9
    /CMCSC9
    /Cmdunh10
    /CMDUNH10
    /Cmex10
    /CMEX10
    /CMEX7
    /CMEX8
    /CMEX9
    /Cmff10
    /CMFF10
    /Cmfi10
    /CMFI10
    /Cmfib8
    /CMFIB8
    /Cminch
    /CMINCH
    /Cmitt10
    /CMITT10
    /Cmmi10
    /CMMI10
    /Cmmi12
    /CMMI12
    /Cmmi5
    /CMMI5
    /Cmmi6
    /CMMI6
    /Cmmi7
    /CMMI7
    /Cmmi8
    /CMMI8
    /Cmmi9
    /CMMI9
    /Cmmib10
    /CMMIB10
    /CMMIB5
    /CMMIB6
    /CMMIB7
    /CMMIB8
    /CMMIB9
    /Cmr10
    /CMR10
    /Cmr12
    /CMR12
    /Cmr17
    /CMR17
    /Cmr5
    /CMR5
    /Cmr6
    /CMR6
    /Cmr7
    /CMR7
    /Cmr8
    /CMR8
    /Cmr9
    /CMR9
    /Cmsl10
    /CMSL10
    /Cmsl12
    /CMSL12
    /Cmsl8
    /CMSL8
    /Cmsl9
    /CMSL9
    /Cmsltt10
    /CMSLTT10
    /Cmss10
    /CMSS10
    /Cmss12
    /CMSS12
    /Cmss17
    /CMSS17
    /Cmss8
    /CMSS8
    /Cmss9
    /CMSS9
    /Cmssbx10
    /CMSSBX10
    /Cmssdc10
    /CMSSDC10
    /Cmssi10
    /CMSSI10
    /Cmssi12
    /CMSSI12
    /Cmssi17
    /CMSSI17
    /Cmssi8
    /CMSSI8
    /Cmssi9
    /CMSSI9
    /Cmssq8
    /CMSSQ8
    /Cmssqi8
    /CMSSQI8
    /Cmsy10
    /CMSY10
    /Cmsy5
    /CMSY5
    /Cmsy6
    /CMSY6
    /Cmsy7
    /CMSY7
    /Cmsy8
    /CMSY8
    /Cmsy9
    /CMSY9
    /Cmtcsc10
    /CMTCSC10
    /Cmtex10
    /CMTEX10
    /Cmtex8
    /CMTEX8
    /Cmtex9
    /CMTEX9
    /Cmti10
    /CMTI10
    /Cmti12
    /CMTI12
    /Cmti7
    /CMTI7
    /Cmti8
    /CMTI8
    /Cmti9
    /CMTI9
    /Cmtt10
    /CMTT10
    /Cmtt12
    /CMTT12
    /Cmtt8
    /CMTT8
    /Cmtt9
    /CMTT9
    /Cmu10
    /CMU10
    /Cmvtt10
    /CMVTT10
    /ColonnaMT
    /Colossalis-Bold
    /ComicSansMS
    /ComicSansMS-Bold
    /Consolas
    /Consolas-Bold
    /Consolas-BoldItalic
    /Consolas-Italic
    /Constantia
    /Constantia-Bold
    /Constantia-BoldItalic
    /Constantia-Italic
    /CooperBlack
    /CopperplateGothic-Bold
    /CopperplateGothic-Light
    /Copperplate-ThirtyThreeBC
    /Corbel
    /Corbel-Bold
    /Corbel-BoldItalic
    /Corbel-Italic
    /CordiaNew
    /CordiaNew-Bold
    /CordiaNew-BoldItalic
    /CordiaNew-Italic
    /CordiaUPC
    /CordiaUPC-Bold
    /CordiaUPC-BoldItalic
    /CordiaUPC-Italic
    /Courier
    /Courier-Bold
    /Courier-BoldOblique
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /Courier-Oblique
    /CourierStd
    /CourierStd-Bold
    /CourierStd-BoldOblique
    /CourierStd-Oblique
    /CourierX-Bold
    /CourierX-BoldOblique
    /CourierX-Oblique
    /CourierX-Regular
    /CreepyRegular
    /CurlzMT
    /David-Bold
    /David-Reg
    /DavidTransparent
    /Dcb10
    /Dcbx10
    /Dcbxsl10
    /Dcbxti10
    /Dccsc10
    /Dcitt10
    /Dcr10
    /Desdemona
    /DilleniaUPC
    /DilleniaUPCBold
    /DilleniaUPCBoldItalic
    /DilleniaUPCItalic
    /Dingbats
    /DomCasual
    /Dotum
    /DotumChe
    /EdwardianScriptITC
    /Elephant-Italic
    /Elephant-Regular
    /EngraversGothicBT-Regular
    /EngraversMT
    /EraserDust
    /ErasITC-Bold
    /ErasITC-Demi
    /ErasITC-Light
    /ErasITC-Medium
    /ErieBlackPSMT
    /ErieLightPSMT
    /EriePSMT
    /EstrangeloEdessa
    /Euclid
    /Euclid-Bold
    /Euclid-BoldItalic
    /EuclidExtra
    /EuclidExtra-Bold
    /EuclidFraktur
    /EuclidFraktur-Bold
    /Euclid-Italic
    /EuclidMathOne
    /EuclidMathOne-Bold
    /EuclidMathTwo
    /EuclidMathTwo-Bold
    /EuclidSymbol
    /EuclidSymbol-Bold
    /EuclidSymbol-BoldItalic
    /EuclidSymbol-Italic
    /EucrosiaUPC
    /EucrosiaUPCBold
    /EucrosiaUPCBoldItalic
    /EucrosiaUPCItalic
    /EUEX10
    /EUEX7
    /EUEX8
    /EUEX9
    /EUFB10
    /EUFB5
    /EUFB7
    /EUFM10
    /EUFM5
    /EUFM7
    /EURB10
    /EURB5
    /EURB7
    /EURM10
    /EURM5
    /EURM7
    /EuroMono-Bold
    /EuroMono-BoldItalic
    /EuroMono-Italic
    /EuroMono-Regular
    /EuroSans-Bold
    /EuroSans-BoldItalic
    /EuroSans-Italic
    /EuroSans-Regular
    /EuroSerif-Bold
    /EuroSerif-BoldItalic
    /EuroSerif-Italic
    /EuroSerif-Regular
    /EuroSig
    /EUSB10
    /EUSB5
    /EUSB7
    /EUSM10
    /EUSM5
    /EUSM7
    /FelixTitlingMT
    /Fences
    /FencesPlain
    /FigaroMT
    /FixedMiriamTransparent
    /FootlightMTLight
    /Formata-Italic
    /Formata-Medium
    /Formata-MediumItalic
    /Formata-Regular
    /ForteMT
    /FranklinGothic-Book
    /FranklinGothic-BookItalic
    /FranklinGothic-Demi
    /FranklinGothic-DemiCond
    /FranklinGothic-DemiItalic
    /FranklinGothic-Heavy
    /FranklinGothic-HeavyItalic
    /FranklinGothicITCbyBT-Book
    /FranklinGothicITCbyBT-BookItal
    /FranklinGothicITCbyBT-Demi
    /FranklinGothicITCbyBT-DemiItal
    /FranklinGothic-Medium
    /FranklinGothic-MediumCond
    /FranklinGothic-MediumItalic
    /FrankRuehl
    /FreesiaUPC
    /FreesiaUPCBold
    /FreesiaUPCBoldItalic
    /FreesiaUPCItalic
    /FreestyleScript-Regular
    /FrenchScriptMT
    /Frutiger-Black
    /Frutiger-BlackCn
    /Frutiger-BlackItalic
    /Frutiger-Bold
    /Frutiger-BoldCn
    /Frutiger-BoldItalic
    /Frutiger-Cn
    /Frutiger-ExtraBlackCn
    /Frutiger-Italic
    /Frutiger-Light
    /Frutiger-LightCn
    /Frutiger-LightItalic
    /Frutiger-Roman
    /Frutiger-UltraBlack
    /Futura-Bold
    /Futura-BoldOblique
    /Futura-Book
    /Futura-BookOblique
    /FuturaBT-Bold
    /FuturaBT-BoldItalic
    /FuturaBT-Book
    /FuturaBT-BookItalic
    /FuturaBT-Medium
    /FuturaBT-MediumItalic
    /Futura-Light
    /Futura-LightOblique
    /GalliardITCbyBT-Bold
    /GalliardITCbyBT-BoldItalic
    /GalliardITCbyBT-Italic
    /GalliardITCbyBT-Roman
    /Garamond
    /Garamond-Bold
    /Garamond-BoldCondensed
    /Garamond-BoldCondensedItalic
    /Garamond-BoldItalic
    /Garamond-BookCondensed
    /Garamond-BookCondensedItalic
    /Garamond-Italic
    /Garamond-LightCondensed
    /Garamond-LightCondensedItalic
    /Gautami
    /GeometricSlab703BT-Light
    /GeometricSlab703BT-LightItalic
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /GeorgiaRef
    /Giddyup
    /Giddyup-Thangs
    /Gigi-Regular
    /GillSans
    /GillSans-Bold
    /GillSans-BoldItalic
    /GillSans-Condensed
    /GillSans-CondensedBold
    /GillSans-Italic
    /GillSans-Light
    /GillSans-LightItalic
    /GillSansMT
    /GillSansMT-Bold
    /GillSansMT-BoldItalic
    /GillSansMT-Condensed
    /GillSansMT-ExtraCondensedBold
    /GillSansMT-Italic
    /GillSans-UltraBold
    /GillSans-UltraBoldCondensed
    /GloucesterMT-ExtraCondensed
    /Gothic-Thirteen
    /GoudyOldStyleBT-Bold
    /GoudyOldStyleBT-BoldItalic
    /GoudyOldStyleBT-Italic
    /GoudyOldStyleBT-Roman
    /GoudyOldStyleT-Bold
    /GoudyOldStyleT-Italic
    /GoudyOldStyleT-Regular
    /GoudyStout
    /GoudyTextMT-LombardicCapitals
    /GSIDefaultSymbols
    /Gulim
    /GulimChe
    /Gungsuh
    /GungsuhChe
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /Helvetica
    /Helvetica-Black
    /Helvetica-BlackOblique
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Condensed
    /Helvetica-Condensed-Black
    /Helvetica-Condensed-BlackObl
    /Helvetica-Condensed-Bold
    /Helvetica-Condensed-BoldObl
    /Helvetica-Condensed-Light
    /Helvetica-Condensed-LightObl
    /Helvetica-Condensed-Oblique
    /Helvetica-Fraction
    /Helvetica-Narrow
    /Helvetica-Narrow-Bold
    /Helvetica-Narrow-BoldOblique
    /Helvetica-Narrow-Oblique
    /Helvetica-Oblique
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Humanist521BT-BoldCondensed
    /Humanist521BT-Light
    /Humanist521BT-LightItalic
    /Humanist521BT-RomanCondensed
    /Imago-ExtraBold
    /Impact
    /ImprintMT-Shadow
    /InformalRoman-Regular
    /IrisUPC
    /IrisUPCBold
    /IrisUPCBoldItalic
    /IrisUPCItalic
    /Ironwood
    /ItcEras-Medium
    /ItcKabel-Bold
    /ItcKabel-Book
    /ItcKabel-Demi
    /ItcKabel-Medium
    /ItcKabel-Ultra
    /JasmineUPC
    /JasmineUPC-Bold
    /JasmineUPC-BoldItalic
    /JasmineUPC-Italic
    /JoannaMT
    /JoannaMT-Italic
    /Jokerman-Regular
    /JuiceITC-Regular
    /Kartika
    /Kaufmann
    /KaufmannBT-Bold
    /KaufmannBT-Regular
    /KidTYPEPaint
    /KinoMT
    /KodchiangUPC
    /KodchiangUPC-Bold
    /KodchiangUPC-BoldItalic
    /KodchiangUPC-Italic
    /KorinnaITCbyBT-Regular
    /KozGoProVI-Medium
    /KozMinProVI-Regular
    /KristenITC-Regular
    /KunstlerScript
    /Latha
    /LatinWide
    /LetterGothic
    /LetterGothic-Bold
    /LetterGothic-BoldOblique
    /LetterGothic-BoldSlanted
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LetterGothic-Slanted
    /LetterGothicStd
    /LetterGothicStd-Bold
    /LetterGothicStd-BoldSlanted
    /LetterGothicStd-Slanted
    /LevenimMT
    /LevenimMTBold
    /LilyUPC
    /LilyUPCBold
    /LilyUPCBoldItalic
    /LilyUPCItalic
    /Lithos-Black
    /Lithos-Regular
    /LotusWPBox-Roman
    /LotusWPIcon-Roman
    /LotusWPIntA-Roman
    /LotusWPIntB-Roman
    /LotusWPType-Roman
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSans-Typewriter
    /LucidaSans-TypewriterBold
    /LucidaSans-TypewriterBoldOblique
    /LucidaSans-TypewriterOblique
    /LucidaSansUnicode
    /Lydian
    /Magneto-Bold
    /MaiandraGD-Regular
    /Mangal-Regular
    /Map-Symbols
    /MathA
    /MathB
    /MathC
    /Mathematica1
    /Mathematica1-Bold
    /Mathematica1Mono
    /Mathematica1Mono-Bold
    /Mathematica2
    /Mathematica2-Bold
    /Mathematica2Mono
    /Mathematica2Mono-Bold
    /Mathematica3
    /Mathematica3-Bold
    /Mathematica3Mono
    /Mathematica3Mono-Bold
    /Mathematica4
    /Mathematica4-Bold
    /Mathematica4Mono
    /Mathematica4Mono-Bold
    /Mathematica5
    /Mathematica5-Bold
    /Mathematica5Mono
    /Mathematica5Mono-Bold
    /Mathematica6
    /Mathematica6Bold
    /Mathematica6Mono
    /Mathematica6MonoBold
    /Mathematica7
    /Mathematica7Bold
    /Mathematica7Mono
    /Mathematica7MonoBold
    /MatisseITC-Regular
    /MaturaMTScriptCapitals
    /Mesquite
    /Mezz-Black
    /Mezz-Regular
    /MICR
    /MicrosoftSansSerif
    /MingLiU
    /Minion-BoldCondensed
    /Minion-BoldCondensedItalic
    /Minion-Condensed
    /Minion-CondensedItalic
    /Minion-Ornaments
    /MinionPro-Bold
    /MinionPro-BoldIt
    /MinionPro-It
    /MinionPro-Regular
    /MinionPro-Semibold
    /MinionPro-SemiboldIt
    /Miriam
    /MiriamFixed
    /MiriamTransparent
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MonotypeSorts
    /MSAM10
    /MSAM5
    /MSAM6
    /MSAM7
    /MSAM8
    /MSAM9
    /MSBM10
    /MSBM5
    /MSBM6
    /MSBM7
    /MSBM8
    /MSBM9
    /MS-Gothic
    /MSHei
    /MSLineDrawPSMT
    /MS-Mincho
    /MSOutlook
    /MS-PGothic
    /MS-PMincho
    /MSReference1
    /MSReference2
    /MSReferenceSansSerif
    /MSReferenceSansSerif-Bold
    /MSReferenceSansSerif-BoldItalic
    /MSReferenceSansSerif-Italic
    /MSReferenceSerif
    /MSReferenceSerif-Bold
    /MSReferenceSerif-BoldItalic
    /MSReferenceSerif-Italic
    /MSReferenceSpecialty
    /MSSong
    /MS-UIGothic
    /MT-Extra
    /MT-Symbol
    /MT-Symbol-Italic
    /MVBoli
    /Myriad-Bold
    /Myriad-BoldItalic
    /Myriad-Italic
    /MyriadPro-Black
    /MyriadPro-BlackIt
    /MyriadPro-Bold
    /MyriadPro-BoldIt
    /MyriadPro-It
    /MyriadPro-Light
    /MyriadPro-LightIt
    /MyriadPro-Regular
    /MyriadPro-Semibold
    /MyriadPro-SemiboldIt
    /Myriad-Roman
    /Narkisim
    /NewCenturySchlbk-Bold
    /NewCenturySchlbk-BoldItalic
    /NewCenturySchlbk-Italic
    /NewCenturySchlbk-Roman
    /NewMilleniumSchlbk-BoldItalicSH
    /NewsGothic
    /NewsGothic-Bold
    /NewsGothicBT-Bold
    /NewsGothicBT-BoldItalic
    /NewsGothicBT-Italic
    /NewsGothicBT-Roman
    /NewsGothic-Condensed
    /NewsGothic-Italic
    /NewsGothicMT
    /NewsGothicMT-Bold
    /NewsGothicMT-Italic
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NimbusMonL-Bold
    /NimbusMonL-BoldObli
    /NimbusMonL-Regu
    /NimbusMonL-ReguObli
    /NimbusRomDGR-Bold
    /NimbusRomDGR-BoldItal
    /NimbusRomDGR-Regu
    /NimbusRomDGR-ReguItal
    /NimbusRomNo9L-Medi
    /NimbusRomNo9L-MediItal
    /NimbusRomNo9L-Regu
    /NimbusRomNo9L-ReguItal
    /NimbusSanL-Bold
    /NimbusSanL-BoldCond
    /NimbusSanL-BoldCondItal
    /NimbusSanL-BoldItal
    /NimbusSanL-Regu
    /NimbusSanL-ReguCond
    /NimbusSanL-ReguCondItal
    /NimbusSanL-ReguItal
    /Nimrod
    /Nimrod-Bold
    /Nimrod-BoldItalic
    /Nimrod-Italic
    /NSimSun
    /Nueva-BoldExtended
    /Nueva-BoldExtendedItalic
    /Nueva-Italic
    /Nueva-Roman
    /NuptialScript
    /OCRA
    /OCRA-Alternate
    /OCRAExtended
    /OCRB
    /OCRB-Alternate
    /OfficinaSans-Bold
    /OfficinaSans-BoldItalic
    /OfficinaSans-Book
    /OfficinaSans-BookItalic
    /OfficinaSerif-Bold
    /OfficinaSerif-BoldItalic
    /OfficinaSerif-Book
    /OfficinaSerif-BookItalic
    /OldEnglishTextMT
    /Onyx
    /OnyxBT-Regular
    /OzHandicraftBT-Roman
    /PalaceScriptMT
    /Palatino-Bold
    /Palatino-BoldItalic
    /Palatino-Italic
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Palatino-Roman
    /PapyrusPlain
    /Papyrus-Regular
    /Parchment-Regular
    /Parisian
    /ParkAvenue
    /Penumbra-SemiboldFlare
    /Penumbra-SemiboldSans
    /Penumbra-SemiboldSerif
    /PepitaMT
    /Perpetua
    /Perpetua-Bold
    /Perpetua-BoldItalic
    /Perpetua-Italic
    /PerpetuaTitlingMT-Bold
    /PerpetuaTitlingMT-Light
    /PhotinaCasualBlack
    /Playbill
    /PMingLiU
    /Poetica-SuppOrnaments
    /PoorRichard-Regular
    /PopplLaudatio-Italic
    /PopplLaudatio-Medium
    /PopplLaudatio-MediumItalic
    /PopplLaudatio-Regular
    /PrestigeElite
    /Pristina-Regular
    /PTBarnumBT-Regular
    /Raavi
    /RageItalic
    /Ravie
    /RefSpecialty
    /Ribbon131BT-Bold
    /Rockwell
    /Rockwell-Bold
    /Rockwell-BoldItalic
    /Rockwell-Condensed
    /Rockwell-CondensedBold
    /Rockwell-ExtraBold
    /Rockwell-Italic
    /Rockwell-Light
    /Rockwell-LightItalic
    /Rod
    /RodTransparent
    /RunicMT-Condensed
    /Sanvito-Light
    /Sanvito-Roman
    /ScriptC
    /ScriptMTBold
    /SegoeUI
    /SegoeUI-Bold
    /SegoeUI-BoldItalic
    /SegoeUI-Italic
    /Serpentine-BoldOblique
    /ShelleyVolanteBT-Regular
    /ShowcardGothic-Reg
    /Shruti
    /SimHei
    /SimSun
    /SimSun-PUA
    /SnapITC-Regular
    /StandardSymL
    /Stencil
    /StoneSans
    /StoneSans-Bold
    /StoneSans-BoldItalic
    /StoneSans-Italic
    /StoneSans-Semibold
    /StoneSans-SemiboldItalic
    /Stop
    /Swiss721BT-BlackExtended
    /Sylfaen
    /Symbol
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /Tci1
    /Tci1Bold
    /Tci1BoldItalic
    /Tci1Italic
    /Tci2
    /Tci2Bold
    /Tci2BoldItalic
    /Tci2Italic
    /Tci3
    /Tci3Bold
    /Tci3BoldItalic
    /Tci3Italic
    /Tci4
    /Tci4Bold
    /Tci4BoldItalic
    /Tci4Italic
    /TechnicalItalic
    /TechnicalPlain
    /Tekton
    /Tekton-Bold
    /TektonMM
    /Tempo-HeavyCondensed
    /Tempo-HeavyCondensedItalic
    /TempusSansITC
    /Times-Bold
    /Times-BoldItalic
    /Times-BoldItalicOsF
    /Times-BoldSC
    /Times-ExtraBold
    /Times-Italic
    /Times-ItalicOsF
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Times-Roman
    /Times-RomanSC
    /Trajan-Bold
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga-Regular
    /TwCenMT-Bold
    /TwCenMT-BoldItalic
    /TwCenMT-Condensed
    /TwCenMT-CondensedBold
    /TwCenMT-CondensedExtraBold
    /TwCenMT-CondensedMedium
    /TwCenMT-Italic
    /TwCenMT-Regular
    /Univers-Bold
    /Univers-BoldItalic
    /UniversCondensed-Bold
    /UniversCondensed-BoldItalic
    /UniversCondensed-Medium
    /UniversCondensed-MediumItalic
    /Univers-Medium
    /Univers-MediumItalic
    /URWBookmanL-DemiBold
    /URWBookmanL-DemiBoldItal
    /URWBookmanL-Ligh
    /URWBookmanL-LighItal
    /URWChanceryL-MediItal
    /URWGothicL-Book
    /URWGothicL-BookObli
    /URWGothicL-Demi
    /URWGothicL-DemiObli
    /URWPalladioL-Bold
    /URWPalladioL-BoldItal
    /URWPalladioL-Ital
    /URWPalladioL-Roma
    /USPSBarCode
    /VAGRounded-Black
    /VAGRounded-Bold
    /VAGRounded-Light
    /VAGRounded-Thin
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VerdanaRef
    /VinerHandITC
    /Viva-BoldExtraExtended
    /Vivaldii
    /Viva-LightCondensed
    /Viva-Regular
    /VladimirScript
    /Vrinda
    /Webdings
    /Westminster
    /Willow
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /WNCYB10
    /WNCYI10
    /WNCYR10
    /WNCYSC10
    /WNCYSS10
    /WoodtypeOrnaments-One
    /WoodtypeOrnaments-Two
    /WP-ArabicScriptSihafa
    /WP-ArabicSihafa
    /WP-BoxDrawing
    /WP-CyrillicA
    /WP-CyrillicB
    /WP-GreekCentury
    /WP-GreekCourier
    /WP-GreekHelve
    /WP-HebrewDavid
    /WP-IconicSymbolsA
    /WP-IconicSymbolsB
    /WP-Japanese
    /WP-MathA
    /WP-MathB
    /WP-MathExtendedA
    /WP-MathExtendedB
    /WP-MultinationalAHelve
    /WP-MultinationalARoman
    /WP-MultinationalBCourier
    /WP-MultinationalBHelve
    /WP-MultinationalBRoman
    /WP-MultinationalCourier
    /WP-Phonetic
    /WPTypographicSymbols
    /XYATIP10
    /XYBSQL10
    /XYBTIP10
    /XYCIRC10
    /XYCMAT10
    /XYCMBT10
    /XYDASH10
    /XYEUAT10
    /XYEUBT10
    /ZapfChancery-MediumItalic
    /ZapfDingbats
    /ZapfHumanist601BT-Bold
    /ZapfHumanist601BT-BoldItalic
    /ZapfHumanist601BT-Demi
    /ZapfHumanist601BT-DemiItalic
    /ZapfHumanist601BT-Italic
    /ZapfHumanist601BT-Roman
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 200
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 2.00333
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 200
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.00333
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 400
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00167
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e5c4f5e55663e793a3001901a8fc775355b5090ae4ef653d190014ee553ca901a8fc756e072797f5153d15e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc87a25e55986f793a3001901a904e96fb5b5090f54ef650b390014ee553ca57287db2969b7db28def4e0a767c5e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020d654ba740020d45cc2dc002c0020c804c7900020ba54c77c002c0020c778d130b137c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor weergave op een beeldscherm, e-mail en internet. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for on-screen display, e-mail, and the Internet.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing false
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


