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AUTONOMOUS FAST SHIP PHYSICAL MODEL WITH ACTUATORS  

FOR 6DOF MOTION SMOOTHING EXPERIMENTS
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Abstract:  This paper describes a new experimental system that has been recently 

developed for a research on vertical motion alleviation of fast ferries. The case of a fast 

ferry with a pair of transom flaps, lateral fins and a T-foil is considered. All these 

actuators should be moved in the most effective way, and an appropriate control strategy 

must be obtained and tested.  A scaled physical model of the fast ferry has been built, with 

moving actuators and a distributed monitoring and control system.  The research considers 

6DOF motion attenuation, for any ship’s heading. For this scenario, an autonomous 

physical model, not to be towed, is required. The physical model includes two scaled 

waterjets, with the jet orientation under control. The ship has no rudder. Heading and 

motion alleviation control includes many sensors and actuators. As a good practical 

control solution, a distributed architecture based on the CANbus has been devised.  There 

is a set of microcontrollers and an embedded PC as coordinator. The microcontrollers for 

the actuators simulate the time behaviour of hydraulic cylinders. The microcontrollers for 

sensors include signal conditioning functions.  There is a digital radio communication 

with an off-shore monitoring system.  The off-shore system can display the present and 

the recorded experiments with animated 3D graphics. The complete experimental 

platform can be used as an Internet laboratory. The system can be easily tailored for use in 

real ships. Copyright © 2004 IFAC.

Keywords: Ship control. Fast ferries. Experimental systems. Monitoring and control. 

1. INTRODUCTION 

Passenger comfort is an important issue in fast ferries. 

In particular, seasickness is related to oscillating 

vertical accelerations, with a frequency around 1 

rad./sec. (O’Hanlon and MacCawley, 1974). Certain 

combinations of sea state and ship’s speed cause this 

kind of vertical accelerations, with negative effects on 

passengers. By means of submerged moving 

actuators, it is possible to counteract the effect of 

encountered waves, focusing specially in the 

frequency band around 1 rad./sec. 

Our research deals with control design for seasickness 

minimization, using actuators such flaps, fins and T-

foil. A particular fast ferry has been selected for case 

study. The research has been divided into two steps: 

A. The simple case of the fast ferry with head 

seas. Only pitch and heave motions are 

considered. These two motions are 

smoothed by means of transom flaps and a 

T-foil.  

B. The more general case of the fast ferry with 

any heading is considered. Pitch, roll and 

heave cause vertical accelerations. In 

addition to the flaps and the T-foil, lateral 

fins are included for roll smoothing. The 

actuators may also induce effects on yaw, 

sway and surge motions. A 6DOF study is 

required. 

The step A has been already accomplished. A 

physical model of the ship, at 1/25 scale, has been 

built. It has been used for experiments in El Canal de 

Experiencias Hidrodinamicas de El Pardo 
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(CEHIPAR), Madrid. This towing tank facility has a 

long channel for quiet water experiments, and a 150m 

x 30m basin with wavemaker. The physical model 

has been towed along the channel to measure the drag 

and lift of actuators. It has been also towed in the 

basin with several sea conditions for two purposes. 

First to get data for pitch and heave motion 

modelling. Second for testing of motion alleviation 

control designs. This step of the research has been 

reported along several publications, such (Esteban, et 

al., 2000; Giron-Sierra, et al., 2001; Esteban, et al., 

2002). A relevant reference for ship control is 

(Fossen, 2002). 

Step B of the research is now under way. It is no 

longer advisable to use a towed physical model for 

the new experiments with any ship’s heading. 

Consequently, a new, smaller physical model has 

been developed for autonomous motion. Stringent 

requirements of weight, robustness and power 

consumption have been considered. New technologies 

have been included. A distributed monitoring and 

control system has been developed. This system uses 

digital radio for distant monitoring and supervision of 

experiments by an off-shore unit. The off-shore unit 

displays the dynamic behaviour of the ship with 

animated 3D graphics. Both the on-board system and 

the off-shore unit can be used with real ships. 

The paper describes the new experimental system, 

including the physical model with actuators, and the 

off-shore monitoring and supervision unit. 

2. EXPERIMENTAL OBJECTIVES AND DESIGN  

The objective of the research is to smooth vertical 

accelerations by using a set of controlled moving 

actuators.  Figure 1 shows the location of the 

actuators: two transom flaps, two lateral fins and a T-

foil near the bow. The T-foil has two independent 

wings.  

Figure 1:  Location of the actuators. 

The control of the actuators is multiobjective. Small 

waves do not deserve actuator action, wasting energy 

and system lifetime. Also, high angles of attack of the 

actuators induce cavitation, which destroys the 

actuators. Consequently, the control must try to 

minimize seasickness, while selecting when to react 

against waves and keeping cavitation as low as 

possible. 

The experimental study for the optimal control design 

begins with a series of experiments to determine a 

6DOF model of the motion of the ship with actuators. 

On the basis of the model, a simulation environment 

will be developed, and control design studies will be 

done. The second part of the experimental study will 

be devoted to control design validation.  

The experiments are made in the basin with 

wavemaker, using the new physical model. In each 

experiment, the model runs autonomously across the 

basin, with a fixed heading. A set of sea states, SSN4, 

5 and 6, with JONSWAP spectra is selected for the 

experiments. Two speeds, 30 and 40 knots, are 

studied. Twelve ship’s headings, regularly spaced 

along the 180º are considered. That means 72 cases. 

For each case, two runs are made with fixed 

actuators, and two runs are made with controlled 

moving actuators. 

The physical model is not towed. Instead, it uses 

waterjets for autonomous motion. There will be no 

cables connecting the replica to external 

instrumentation or control system. Note that from the 

beginning we need a first version of control, to get 

constant ship headings along the experiments. 

The data to be obtained are records of  the six 

motions and accelerations, and the control signals. A 

selection of the data will be transmitted via radio to 

the off-shore unit, for real-time supervision and 

monitoring.  During an experiment, all data are saved 

by the on-board computer. At the end of the 

experiment, all on-board saved data are transmitted to 

the off-shore unit to be saved on hard disk. 

Apart from the CEHIPAR basin, other experimental 

scenarios are considered, such ponds or quiet sea 

coast.

3.  THE PHYSICAL MODEL 

Figure 2 shows a view of the fast ferry. She has the 

following characteristics: 110 m. long, 1,250 

passengers, aluminum-made deep-V monohull,  

reaching 40 knots or more. She uses powerful 

waterjets for propulsion and heading, having no 

rudder. This ferry is actually operating, between 

Denmark and Norway. The internal distribution of the 

ship, with a large market in the center, makes the 

passengers to be seated both sides of the ship or near 

the bow. These places experiment the highest vertical 

accelerations. 

Figure 2: A view of the fast ferry. 
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The scale chosen for the new physical model  was 

1/40, the smallest size having results confidence. 

Since the real scale ship is aluminium made, the 

weight of the replica must be less than 29 kg. This is 

an implementation challenge. Sophisticated 

techniques have been applied to build a very light 

hull. There are important limitations to the weight and 

energy consumption of the on board system. All the 

energy must be obtained from on board batteries (an 

important contribution to total weight).  

Scaled down flaps, fins and T-foil has been added to 

the model. The fins and the T-foil are made in 

aluminium, with a curved profile. The flaps are more 

simple, in plastic and flat profile. High-torque high-

speed servos, to be driven by PWM signals, are in 

charge of moving the active surfaces.  Figure 3 shows 

a photograph of the physical model with actuators.  

Figure 3: General view of the physical model. 

Figure 4 shows a photograph of one of the lateral 

fins., and figure 5 shows a photograph of the T-foil. 

Figure 4: Photograph of one of the fins. 

Figure 5: Photograph of the T-foil. 

Figure 6 shows a photograph of  the servo moving 

one of the lateral fins, the rest of the servos are 

similar. 

Figure 6: Servo moving one of the fins. 

The main sensor is an inertial unit located at the 

c.o.g. This unit weights 2 Kg. and requires 24 v., 1 

amp. Since it is advisable to add some redundant 

sensors, three 2-axis accelerometers and a digital 

compass were also put in the physical model. The 

three accelerometers were located to measure heave 

and pitch acceleration, vertical acceleration due to 

roll, sway and surge acceleration, and yaw 

acceleration. The compensated digital compass is 

devoted to course control. It was isolated by anti-

magnetic film from the rest of the system, to avoid 

the influence of motors (which create magnetic 

fields). 

The physical model has two scaled down waterjets, 

with an additional appendage to change the jet 

orientation. There is no rudder. The waterjets are 

driven by powerful DC motors, with a maximum 

consumption each of 30 amps (at 6 V). Figure 7 

shows the waterjets. 

Figure 7: The waterjets.

Figure 8 shows a photograph of the stern with the 

waterjet outlets and the two flaps. 

Figure 8: A view of the model stern. 
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4.  THE ON-BOARD ELECTRONIC SYSTEM 

An on-board distributed monitoring and control 

system was developed and put in the physical model. 

The system must exchange information, via digital 

radio, with an off-shore system which is denoted as 

the external support system (ESS). The missions of 

the on board system are the following: 

To acquire, condition and record all signals 

from on board sensors along experiments. 

To control the actuators of the ship. 

To transmit real-time data to the ESS. 

To transmit the complete record of data, at 

the end of experiments, to the ESS. 

To obey to orders given by the ESS. 

Figure 9 depicts a diagram of main functions of the 

on board system. One of the blocks in the figure 

includes sensors for data acquisition and control. 

Another block is devoted to actuators handling. A 

third block is in charge of wireless communications. 

And finally there is a central block, with a low power 

embedded computer, for govern, coordination and 

data processing. Notice that there is a block to admit 

high priority remote control orders. The purpose of 

this last block is to be able to stop and recover the 

physical model when there are problems. 

Central
Unit

Central
Unit

CommunicationsCommunications

ActuatorsActuatorsSensorsSensors

High Priority
Remote Control

High Priority
Remote Control

Central
Unit

Central
Unit

CommunicationsCommunications

ActuatorsActuatorsSensorsSensors

High Priority
Remote Control

High Priority
Remote Control

Figure 9: Block diagram of the on-board system. 

Since there are many sensors and actuators, a 

distributed architecture has been devised for the on-

board electronic system. Figure 10 shows a diagram 

of the system architecture. It consists in seven nodes 

connected via CANbus and a central embedded PC. 

The reasons for using a CANbus are related to the 

complexity of the system, and the long distances that 

can be expected for real applications on ships. This 

bus is well proven, and there are easy to get off-the-

shelf components for CANbus based systems. 

The embedded PC has been selected according with 

the following criteria: small size, light weight, small 

energy consumption, enough computing power. After 

considering several alternatives, the Tern 586 Engine 

was chosen. 

Figure 10: Distributed architecture of the 

 on-board system 

The nucleus of each node is a PIC 18F485 

microcontroller, which includes in firmware the 

CANbus protocol. The embedded PC access the bus 

via one of these microcontrollers. The A/D channels 

of the embedded PC are used for a direct, fast 

interaction with the inertial unit.  

Along experiments, the system measures all six 

motions and accelerations. As said before, some 

measurements are redundant due to a variety of 

reasons (safety, bias compensation, time constants, 

etc.).

At the stern of the ship there are two waterjets, two 

servos for orientation of the waterjets, two servos for 

reversing the water flow (for the ship to go back), and 

two servos to move the flaps. By means of PWM 

control, the speed of the motors driving the waterjets 

can be controlled. All these motors are controlled by 

two CANbus nodes.  Another CAN bus node, near 

the bow is in charge of the T-foil. One of the CANbus 

nodes, located near the c.o.g. is in charge of the fins. 

Figure 11 shows a photograph of two CANbus nodes, 

mounted in the ship, inside plastic cases. 

An important advantage of the distributed architecture 

is the easy implementation of some local functions. 

For instance, the microcontrollers in charge of 

moving the actuators include routines to simulate the 

dynamic characteristics of the hydraulic cylinders,

which move the actuators in real ships. Also, the 

microcontrollers perform signal conditioning

functions with respect to sensors. 

Figure 11: Two CANbus nodes in the ship. 
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The heart of the wireless communication system is  a 

digital radio unit, called MaxStream. It serves as a 

digital wireless transceiver. Physically is a small 

metallic module, shown in Figure 12 as mounted in 

the ship. 

Figure 12: The wireless communication  module. 

At the border of the basin, or in another place far 

from the replica, the ESS is made with a conventional 

(portable) computer and a box containing another 

MaxStream and a microcontroller. Box and computer 

communicate via serial RS232 port. 

An important feature of the onboard embedded PC is 

that it handles a Flash Card (like a digital camera), 

where several hours of experimental data, up to 1 GB, 

can be stored. The bandwidth of the transceiver 

allows for a transmission of some important real-time 

data along experiments, for ESS monitoring purposes. 

In the end of each successful experiment, all data can 

be transmitted from the magnetic card to the ESS (or 

even, data can be obtained taking directly the card). 

In real operational conditions it may happen that 

experiments take place in the sea, and it could be 

difficult to approach the replica to take the card: it is 

better a wireless transmission. 

.

The use of a CANbus implies the design of a 

messaging protocol, assigning i.d. numbers to each 

kind of message. In this case, a simple method was 

devised, with the embedded PC marking sampling 

periods, asking to sensors, and giving orders to 

actuators.  A code module for the CANbus interaction 

was developed to be handled by control and 

monitoring programs. These control and monitoring 

programs are developed on conventional PC 

computers. Once an application program is 

successfully developed, the user compiles it and gets 

an executable code. This code is further downloaded 

to the embedded PC.  

The general activity of the physical model during 

experiments has been described as a finite automaton, 

which is implemented in software and executed by 

the embedded PC. 

An advantage of the use of a fieldbus is that the 

several parts of the system (radio communication, 

servomotors, compass, etc.) can be easily distributed 

in different places, perhaps at relatively long 

distances. For instance, the compass should be placed 

far form magnetic fields; and radio communications 

should no interfere with data acquisition. 

5.  THE PHYSICAL MODEL AND THE ESS 

The physical model and the ESS communicate 

through radio, using digital packets. A protocol has 

been defined for the purposes of the experiments. The 

ESS can be located at the border of the basin, or 

perhaps in a boat (in open air experiments). It was 

noticed that research with autonomous naval physical 

models could add interesting features to the 

experimental facility. Therefore, the architecture of 

the on board system must be modular and flexible. 

The idea is to provide a sort of “universal”
monitoring and control system, able to be applied 

quickly and easily to any other marine vehicle. 

From the side of functional structure and software, a 

modular concept is also useful for flexibility and fast 

application. The wireless communication paves the 

way for the use of internet. This is a powerful idea: 

experiments from distance.

A distribution of tasks, between replica and ESS, has 

been defined for normal experiments and for 

abnormal situations. Protocols for data monitoring 

and for control, along experiments and also special 

events, have been developed. Routines have been 

programmed in modular form. 

6. THE OFF-SHORE  SYSTEM (ESS) 

Using the powerful tools of Builder C++, a Windows-

based visualization environment has been developed 

for monitoring of signals coming from the physical 

model to the ESS. One of the reasons for the 

monitoring of experiments is to ensure that sensors 

work correctly, and the experiment is successful. 

Figure 13 shows a screen of the monitoring 

application. 

A second function of the ESS is to receive the data 

from the physical model at the end of experiments, to 

record them and to analyze them. 

Figure 13:  A screen of the monitoring system. 
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Figure 14: The 3D animated visualization system. 

Since it is difficult from the huge set of data to get a 

complete idea of what happened, a sort of dynamic 

reconstruction of events has been developed. Using 

OpenGL, a visualization of the ship with animated 3D 

graphics has been achieved. It is possible to handle a 

virtual camera, to see the ship from different points of 

view. This visualization can be linked to the recorded 

data (for example, to examine in detail slamming 

events). Moreover, the visualization can be also 

linked to the real time data during experiments, to 

offer a more complete view of what happens. Figure 

14 shows a screen of the 3D visualization system. 

The monitoring system is completed with a tool for 

programming manoeuvres to be done by the replica. 

In this way, experiments can be dynamically 

designed. Figure 15 shows the structure of blocks of 

the ESS software. 

The monitoring software is based on a central 

nucleus, Central Manager, for coordination tasks and 

for data storage in a Data Pool. The rest of modules 

can access to the data stored in this pool. The Central 

Manager has two modes: Real-Time Experiment 

Monitoring, and Experiment Replay. 

The Data Records module is a conventional file 

management system, at the service of the Central 

Manager. The Monitoring Panel is in charge of data 

visualizations tasks (plots). The 3-D Panel visualizes 

in animated 3-D graphics the motions of the ship. It 

also includes the three orthogonal projections (views) 

of the ship, for seakeeping studies about the six 

motions of the ship. The 2-D Panel is intended for 

trajectories and manoeuvring. It consist in a rectangle 

where the desired trajectory is programmed with the 

mouse, and where the real trajectory of the ship, 

obeying to orders and internal control, is displayed (to 

be compared with the reference trajectory). The Data 
Treatment Panel is in charge of several data 

processing functions. Experimental signals need 

filtering and statistical processing. Information must 

be extracted from signals, such the Worst Vertical 

Acceleration, the Motion Sickness Index, etc.  

Figure15: Software architecture of the ESS. 

5. CONCLUSIONS 

According with the new requirements of the research, 

that is starting to consider 6 DOF motions of a fast 

ferry and the use of several moving actuators, a new 

monitoring and control system has been developed. 

The purpose is to devise an experimental environment 

with an autonomous scaled model, having an on 

board computerized system and a wireless connection 

to an external computer. 

Relatively strict requirements of weight, size and 

power, made difficult to develop the on board system. 

However, the results obtained are encouraging. The 

distributed architecture, based on the CANbus, is 

flexible enough to be applied to other naval physical 

models or real ships. 
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